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28 SEQUENCE SELECTOR UNITS 

WIRING DIAGRAM 

1. GENERAL 

1.01 This section shows the wmng of the 28A and 28D 
sequence selector units. The wiring for the 28A sequence 

selector unit was formerly found in P34.301. 

*Issue 1 of this section covered the w1rmg diagram for the 
28B Perforator-Transmitter-Base. This material has been 
transferred to P34.307. 
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NOTES' 
I. f BOTH CONTACTS OF A PAIR OPERATE 

FROM THE FUNCTION LEVER IN THE 
HIGHER NUMBER SLOT. 

2. QOTTED CONT.O.CTS ARE OPTIONAL AND 
ARE PROVIDED WHEN SPECIF!ED. WIRING 
IS RUN FOR AL.l. OPTIONAL FEATlJRES. 
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28A Sequence Selector Unit 

I 



(P4) 
CONNECTOR 

SEr

B

E

L

NOTE l�{i--�S�E�Q�U�EN-C

�

E

----, 

SELECTOR 

0 4 p 2
! I H------8-K 

R s F . ,  5 y 
G p 

0 
W-0 12 'II 10�, 9 s 
W�BK BR 

W-�- -116 !15 ,. , 13J-
W-BL 

W-P w-Y 

BK·Y 20 W-R 
Y-G -j21-,- 19! 18, 17 

w-s 
____ W-BR 

BR-G 25 R-8L 
BR-BL 

'26] 24! 23{ 22 R-G 
B R-Y 30 R-0 
R-0 -�,� ! 29! 2sl 271 BK-R BK-BL 

BL-G 
o-s. __ 

:::!:.:J
34 33, 3j--- R�;� Q:Q_ ___ 

NOTES: 

SELECTOR· 
MAGNETS 

UNIVERSAL 
CONTACTS 

I. THESE LEADS FOR UNIVERSAL CONTACTS WHiCH 
CUSTOMER IS TO PROVIDE AS DESIRED. 

2.NO CONTACT BLOCKS ARE PfWVIDEO (THESE ARE 
TO BE PROVIDED LOC.t\LLY AS REQUIRED). 

3. UNIT WIRED FOR .020 Ai\·',P. NEUTRAL SIGNAL LINE 
OPERATION; FOR .060 AMP OPERATION MOVE O-S 
LEAD FROM TERMINAL (2) OF THE SELECT O R  
MAGNETS T O  TERMINAL (3),ALSO MOVE ENDS OF 
ONE BL.A.CK JUMPER FROM TERMINAL (I) TO (2) 
AND END OF OTHER JUMPER fROM TERNliNAL ('3) 10 {4j 
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28D Sequence Selector Unit 
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