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SptendEr 1956 TAPE PULLER 
Radio-Auxil i a r y  

TP-890-B 

FUNCTIONAL DESCRIPTION 

To@e Pul Zer f P-890-B 

The McElroy t a p e  p u l l e r  TI'-890-B i s  u s e d  
t o  g i v e  t r a c t i o n  to s t a n d a r d  3/8  i n .  w i d e  
p a p e r  t a p e  i n k e d  w i t h  r a d i o  t e l e g r a p h  s i g n a l  
l i n e ,  and t o  wind t h e  t a p e  on s t a n d a r d  1 6  mm 
4 0 0  f t  m o t i o n p i c t u r e  r e e l s .  The u n i t  i s  de- 
s i g n e d  s o  t h a t  p u l l i n g  r a t e  remains  c o n s t a n t ,  
a f t e r  s e t t i n g  by a k n o b  e n d  p o i n t e r ,  re- 
g a r d l e s s  o f  I o a d  d i f f e r e n c e s ,  power f l u c t u -  
a t i o n a  o r  t e m p e r a t u r e  v a r i a t i o n s .  The t a p e  
p u l l e r  may be i d l e d  s o  t h a t  t h e  t a k e  up r e e l  
d o e s  n o t  r e v o l v e  r i t h  t h e  motor r u n n i n g .  The 
u n i t  i a  u s e d  r i t h  h i g h  s p e e d  r a d i o t e l e g r a p h  
r e c o r d e r s ,  a c h o o l  p r a c t i c e  r e c o r d e r 8 ,  and 
p h o t o t u b e  Keying  u n i t s .  

No f i e l d  c h a n g e s  i n  e f f e c t  a t  t i m e  of 
p r e p a r a t i o n  ( 2 8  May 1956).  

ELECTRICAL AND MECHANICAL CHARACTERlJTlCS 

POWER SOURCE: 110 v ,  60 cpa.  s i n g l e  ph. 
Mom 

SPEED: 1630 rpm. 
HORSEPOWER: 1/30. 
CURRENT: 1 .2  amp. 

TAPE SPEED: A d j u s t a b l e  t o  r a t e  o f  signals 
recorded .  

TAPE WIDVi: 3/8 i n .  

MANUFACTURER'S OR CONTRACTOR'S DATA 

RELATION TO OTHER EQUIPMENT TUBE AND/OR CRYSTAL COMPLEMENT 

Same a a  S i g  Corp t y p e  MC-310. No E l e c t r o n  Tubes. 
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